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PRODUCT DESCRIPTION

OILPRO™ Non-Detergent Engine/Industrial Oils are SAE Single-
Grade (approx ISO grades noted) non-detergent engine and industrial oils are 
formulated for a variety of engines and other uses. They are blended from 
highly refined mineral base stocks and do not contain metallic additive or 
organic residues.
These oils are used in a wide range of customer applications. The specific 
recommendations are determined by individual customers based on their 
practice and knowledge of the machinery or mechanical systems to be 
lubricated. They can serve as base material or matrix oil for a variety of 
selected chemistry or additive systems.

OILPRO NON-DETERGENT INDUSTRIAL OILS 
PREMIUM NON-DETERGENT ENGINE/INDUSTRIAL OILS

SAE GRADES: 30 TM
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This product is not expected to have any adverse health implications when used for its intended purposes. Always wear protective gloves when handling used oil and dispose of properly. Avoid contact with skin and wash imme-
diately with soap & water should any contact occur. Always follow manufacturers recommendations for fluid viscosity and service category. SUPPLYPRO, LLC assumes no responsibility for product misuse or improper application.

For a copy of this product’s Safety Data Sheet (SDS) or Technical Data Sheet (TDS), visit www.SUPPLYPRO1.com
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TYPICAL TECHNICAL PROPERTIES

Viscosity Index

Viscosity @ 40°C (cSt)

Viscosity @ 100°C (cSt)

Flash Point °F

Pour Point °F

95
96.4

10.8
+435

-5

PROPERTY ISO 150

PRODUCT NUMBERS

SAE GRADE 30    
BULK - 01103204100030116




